CONTRACT W56HZV-04-D-B099
DATED 5 AUG 04

ATTACHMENT 00l

CONTRACT SPECIFICIATIONS FOR CLINS 0991AA and 0992AA
Cement Mixer, Truck, 10 Cubic Meter Capacity

ENGINE
- DIESEL ENGINE., CAPABLE OF PERFORMING ON HIGH SULFUR
CONTENT DIESEL FUEL.
- 250 HP.MINIMUM OUTPUT
-  WATER COOLED

TRANSMISSION:-
- MANUAL OR AUTOMATIC

STEERING -
- LEFT HAND DRIVE POWER ASSISTED.

BRAKES :-
- PNEUMATIC BRAKE SYSTEM ACTING ON ALL WHEELS & EQUIPPED
WITH HAND BRAKE.

CABIN :
- HEATING & AIR CONDITIONING.

CEMENT MIXER SPECIFICATIONS :
- DRUM. NOMINAL CAPACITY. (10) M* MINIMUM
- GEOMETRIC VOLUME. (11-13) M°.
- WATER PUMP OUTPUT 40 LIT/ MIN.
- WATER PUMP PRESSURE (2.5 — 4) BARS
- 50 GALLON MINIMUM ONBOARD WATER TANK

ACCESSORIES :
1 FIRE EXTINGUISHER PER VEHICLE, 2.5LBS. CAPACITY, ABC TYPE
TOOLBOX WITH ALL TOOLS FOR OPERATOR MAINTENANCE



